	SAMPLE COMMISSIONING & TEST SHEET

	

	Site Address
	
	

	

	Contact Name
	
	Ph1
	
	Ph2
	
	

	

	Date of Install
	
	Ring ALARMNZ when arriving on site to confirm A/C no. & advise you will be testing 
	Monitoring Account Number
	

	

	Pre Commissioning Checklist: Cables terminated both ends and checked

	Detectors
	
	Internal Siren
	
	Other Devices
	
	Phone Jack
	
	 AC Mains
	
	

	
	
	
	
	

	Location of Panel
	
	Ph no. connected to panel

(   )
	

	

	Commissioning Sequence

	1. Connect power to 230VAC feed - check LED lights up 
	1. Reset alarm by key switch or pad

· check all zones have de-activated on mimic panel or keypad
	

	2. Connect battery & close panel cover
	2. Check the non-FIRE conditions manually

· DEFECT

· ISOLATE

· TEST

· NORMAL
	

	3. ,Inform customer that sirens will sound. Put Fire system into test mode
	3. 
	

	4. Activate all zones to test:

· Sirens sound

· Note the mimic or Keypad LED lights up when the corresponding triggers
	7. Ring the monitoring station to agree all signals have been received and the panel is showing normal.
	

	4. 
	8. Advise customer to contact ALARMNZ for updating of keyholder information
	

	

	

	Zone
	    Location
	Detector Type
	

	1
	
	
	

	Notes, monitoring agree, etc.



	2
	
	
	

	Notes, monitoring agree, etc.



	3
	
	
	

	Notes, monitoring agree, etc.



	4
	
	
	

	Notes, monitoring agree, etc.



	5
	
	
	

	Notes, monitoring agree, etc.



	6
	
	
	

	

	ALARMNZ Monitoring ph  09-303 0303 / 0800 24HOURS  fax 09-302 0324


